
 

Technical Data sheet 

Paper maskingtape orange PV2 
 

General Information: 

 
Article Description:  This rice paper masking tape consist out of an 

impregnated, flat rice paper with a UV 

resistant Acrylic adhesive. 
Areas of Application:  Applicable for different types of substrates. 

Also for sensible UV areas. No under 
crawling of paints and varnish. 

Not Applicable on:  Wet or humid substrates. 

 

Product Characteristics: 
Article Number:  Paper maskingtape orange PV2 

Roll Length: 50 m 
Type of Adhesion:  Acrylic 

Color:  Orange 
Roll Core:  3-inch 

 

Technical Data: 
Total Strength:  0,09mm 

Adhesion on Steel:  1,40 N/cm ±10% 
Elongation at Break:  7,5% ±10% 

Optimal Storage:  Minimum +10°C. 
Temperature Resistance:  120°C. (short-term) 

UV-Resistance:  Up to 6 months 
 

 

 

 

 

Disclaimer: 

All statements, technical information and product recommendations are based on tests in 

our laboratories we believe to be reliable. In all cases the user should however determine 

the suitability of the product for his intended use and user assumes all risk and liability 

whatsoever in connection therewith. Neither seller or manufacturer shall be reliable for 

any loss or damage – direct, incidental or consequential – arising from the use of the 

product. Details of test methods are available on request. 


